
Gateway Disc Sports
Custom Stamping
Guidelines

PRINT SIZE
5.25”

DISC SIZE
8.4”

PRINT SIZE
2.75”

MINI SIZE
3.625”

Requirements
Hot-Stamps should be submitted as 100% black & white, 

camera ready art. 300 ppi @ print size or higher is necessary to 
achieve a clean stamp. For best results please provide an 

Illustrator vector based file (ai.) Acceptable file types are 
[ .psd | .tif | .jpg | .png | .pdf | .ai | .eps ]

Coverage Areas
Avoid solid areas larger than a 1/2” circle. Large solid 
areas cause drop outs by air getting trapped under the 
foil. Outlining can help in most cases.

Bridging
Areas of detail that are too small may “bridge” or 
fill-in. Normally when a fine line is inbetween two 
larger dark areas. Very fine lines in conjunction with 
solid areas can produce “cut-through” from uneven 
distribution of stamping pressure.

Text
Text sizes should be 12 points or higher to 
avoid letters and counters bridging. Select 
fonts that are well spaced within each 
character. While these examples are the 
same size in points, the second example will 
fill in.

AVOID THE CENTER
Please if possible leave the very center of the design blank or 
with very little linework. The sprue located on the underside 
center of a disc can cause drop outs due to an uneveness on 
the flight plate. 

All artwork submitted for reproduction must be original work or include written 
authorization from the holder(s) of reproduction rights. If you have questions regarding 
the possibility of copyright infringement it is strongly recommended that you research 
all available resources to insure compliance. The CCC is a not-for-profit organization 
created at the suggestion of Congress to help organizations comply with U.S. copyright 
law. To learn more, visit www.copyright.com  


